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1. Introduction

This application note provides configuration steps for Service Providers to deliver SIP Trunking Services to enterprise
customers deploying Microsoft Lync 2010 SIP PBXs using InnoMedia's Enterprise SIP Gateway (ESG) ESBC9x80-4B. The
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ESBC is owned and managed by the service provider, and performs necessary SIP normalization, NAT and firewall
traversal, security operations, performance reporting, and remote diagnosis.

Delivering Business Voice Services to Enterprises

Figure 1Error! Reference source not found. illustrates how business voice services can be delivered to enterprise
customers having legacy TDM PBXs, IP PBXs, or through hosted voice services.

SIP Trunk to TDM PBX
Demarcation

( Enterprise

Service Provider )
Network '
SIP Trunk PRI :

4—’1—'-P

Enterprise SIP Gateway
with PRI

SIP Trunk to IP PBX

Demarcation
: i Enterprise/SMB
4 . '
Service Provider ' ‘('
Network '
SIP Trunk P Q
ftswitch/A H IPPBX
ESofewitch/AS J Enterprise SIP Gateway | h
(B2BUA) P g y,

Hosted PBX/IP Centrex

Demarcation

o
| Enterprise/SMB

Service PrD‘UidEl"_\
Network
| Softswitch/AS
-’ pttehy Enterprise SIP Gateway
(SIP ALG) J
Figure 1 Reference Network Architecture
Getting Started

The following preliminary pieces of information are required:
e  SIP Proxy Server IP address or FQDN and SIP Domain.
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e  SIP Trunk user accounts, direct inward dialing (DID) numbers, and/or a main pilot number.

e S|P authentication credential with the service provider network.

2. Interoperability Compliance Testing

The SIP Trunking ESG - PBX interoperability lab setup is shown in Figure 2 where a Lync PBX is connected to an ESBC
which in turn is registered to a softswitch/SIP Server. To verify ESBC - PBX interoperability, the following features and
functionality are executed during the interoperability compliance tests.

PBX Features Verified

® Inbound calls to Lync extension phones.
e Qutbound calls from Lync extension Phones
®  Various Call features:
— Blind and Consulted Call Transfer
— Call Forwarding
— Caller ID and Caller Name presentation and Caller ID restriction
— Three way conference call
— User features such as hold, resume
DTMF transmission using in-band and RFC2833

e Voice codecs: G711 mu-law and A-law

Features Not Supported on PBX

e  Registration operation Mode, including GIN registration

Limitation at IOT LAB

Equipment and Software Validated of this Application Note

The lab network for the SIP Trunk reference configuration is illustrated below.

The lab network consists of the following components:

ESBC
Model : InnoMedia ESBC 9380-4B
Firmware Version : esbc-9x-2-0-12-36

PBX
Model : Microsoft Lync Server
Firmware version :2010

PBX LAN Phone
Model : Microsoft Lync 2010 Client
Firmware version :4.0.7577.0

WAN Phone

Model

: InnoMedia 7308-MLY65P
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Firmware version

Model

Firmware version
SIP Server

Broadsoft Broadworks

:65.0.98.2
: CounterPath eyebeam

:1.5.19.2 build 49847

Version :R18
LAB Configuration Example
Table 1 - IP Address
Component 10T LAB Value Your Value
InnoMedia ESBC
LAN IP Address 172.16.1.20
LAN Subnet Mask 255.255.0.0
WAN IP Address DHCP
Lync 2010
IP Address 172.16.1.61
Table 2—Account Information
DID Account Number Account Attribute Extension
2404983506 Pilot Number / Default Route 3506
2404983507 DID 3507
2404983508 DID 3508
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IP:172.16.1.61
Pilot number:
2404983506

ESBC— Microsoft Lync 2010 10T LAB Setup

Customer Premise

Lync client
Extension: 3507
DID: 2404983507

Lync client
Extension: 3508
DID: 2404983508

ESBC

m— Corporate Network

e Service Provider Network

The lab network consists of the following components:

Device Under IOT Test:

PBX: Microsoft Lync

Enterprise SIP Gateway: InnoMedia ESBC9380-4B
Two Lync clients registered to Lync.

Broadsoft Broadworks R18 as Service Provider Core Network SIP Softswitch

Three IP Phones and an ATA registered to Broadworks R18. A fax machine is connected to the ATA for fax
testing.
DHCP server and SIP trunk termination.

3. Microsoft Lync 2010 Configurations

LAN IP: 172.16.1.20

Management Console PC

Service Provider

Service Provider
SIP Server

2418884822

2404983513

p DOCSIS 2.0 &3.0

N—

24045283511

I 2404583512

PBX Voice VLAN

Analog FAX

Analog Line

Figure 2 SIP Trunk LAB Reference Network

The instructions provided in this section are intended to help Field Install Technicians configure the Microsoft Lync
2010 to connect to InnoMedia ESBC9x80-4B. They are not intended for advanced functionality setups. It is further
assumed that the Field Install Technicians already have knowledge of Lync operations.

Modify Lync 2010 Topology

Topology Builder is a Lync Server 2010 tool that manages the components with your environment.
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Log on to Lync Mediation Server.
Click Start, click All Programs, click Microsoft Lync Server 2010, and then click Lync Server Topology Builder.

Expand Mediation pools and select the Standard or Enterprise pool. Right-click the pool and select Edit
Properties.

Edit Properties = 5[
PSTN gateway Mediation Server PSTN gateway -

%ning ports: * TLS: I 5067 TCP: I 5060

[¥ Enable TCP port
The TCP port of this Mediation Server must be enabled because a TCP gateway depends on it

The following gateways are not associated with any Mediation Server. Click Add to assodate them with this
Mediation Server.

Gateway Site | |

=
=3

The following gateways are associated with this mediation server. Click New to define 2 new gateway and
add it to the list. ick Remowve to remove a gateway from the list.

=
" eshcrd.com LynclLab New...

Remove
Make Default |

v

Cancel

Hdpl

Figure 3 Gateway Configuration

® Enable TCP port: checked
® Listening ports value: 5060
4. Click New to the Define New IP/PSTN Gateway dialog box

Define New IP/PSTN Gateway x|

—r
Gateway FODN or IP Address *
| 172.16.1.29

Listening port for IP/PSTH gateway: =
| so60

Sip Transport Protocol:
~ TCP

C s

Help | QK I Cancel

Figure 4 Add new IP/PSTN Gateway
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e Gateway FQDN or IP Address: domain or LAN IP address of ESBC.
e  SIP Transport Protocol: TCP
e Listening port: 5060

5. Click OK to save the configuration.

6. Click OK again.

Publish Lync Topology

Select Lync Server 2010, right-click, and select Publish topology.

2. Inthe Publish Topology dialog box, click Next. After publishing is complete, review the status provided, and
then clicks Finish to complete the process.

3. Close Lync Topology Builder.
Create Voice Route

Create a Route

After the topology is updated, define a route in the Lync Server Control Panel. This article covers only the
implementation of a SIP trunk into a working Lync Server 2010 environment, meaning that Lync Server 2010 is
functioning internally and externally.

1. Launch the Lync Server Control Panel on the server or from Internet Explorer at
https://<poolnameFQDN>/cscp.

2. Click on Voice Routing, and then click Route.

Click New to create a new route.



InnoMedia ESBC Application Notes—SIP PBX

Im SRR H Rt [N e IS e _

Create voice routing test case information ¥

Mew Voice Route

Jok | X cancal (7]
Mame:* =
l
Description:

- Build a Pattern to Match

Add the starting digits that you want this route to handle, or create
the expression manually by dlicking Edit.

Starting digits for numbers that you want to allow:

T Add
Match this pattern:*
Edit 7
|| Suppress caller ID
Alternate caller 1D:
Associated gateways:
Add..

Figure 5 Create a route

e Enter a name in the route, such as Internet SIP Trunk, and an optional description. Scroll down to Build a
Pattern to Match, and notice the default is set to '*." - or all calls.

4. Click Add to display the associated gateways list.



7.

InnoMedia ESBC Application Notes—SIP PBX

—@ete:t Gateway @ x
o
Service Site
PstnGateway:esbo.rd.com Lynclab
Cancel |
Figure 6 Select Gateway
5. Select the previous defined gateway, and click OK.
6. Under Associated PSTN Usages, click Add to add a DID PSTN Usage.
% Mew PSTH Usage Record
o oK | X Cancel @
Mame:*
oI
Associated Routes
o New ' Select..

Figure 7 Select Gateway
Click OK to complete the creation of the new route.

10
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Im RS Hm Tk Cormp el TestYOe R _

Create voice routing test case information

Edit Voice Route - eSBC-DID
Jok | X cancel ®

13

Edit ?

|| Suppress caller ID
Alternate caller ID:

Associated gateways:
PstnGateway:esbe.rd.com Add..

Remove

Associated PSTN Usages

-

= Select...
PSTN usage record Associated voice policies
DID 220D

Figure 8 Complete the route

To finalize the changes, click Commit, and click Commit all.

I YokErY H A= L TSETIRERT _

Create voice routing test case information
o
iF New fﬁdit v @Mcwe down Action ¥ Commit ¥ @
Mame State PSTN usa Review uncommitted changes
eSBC-DID __%y Uncemmitted  DID Commit al

Figure 9 Commit the gateway configuration

9. Click Commit at the Uncommitted Voice Configuration Settings followed by clicking Close.

Create a Dial Plan to Route Outbound Calls
You may change or create additional Dial Plans, and normalize those rules to match your environment.

1. Click Dial Plan to display the current dial plans in the environment. Double-click the Global dial plan to open
the dial plan properties.

11
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I= e M ST R e _

Create voice routing test case information v

Edit Dial Plan - Global
o ok | X cancal @

Scope: Global
Mame:*

3

Globa!
Simple name:* Q
DefaultProfile

Description:
Dial-in conferencing region:
External access prefix:

Associated Normalization Rules

& New L3 = S select... |

Figure 10. Edit Dial Plan

2. Scroll down to the Associated Normalization Rules. Click New to open the New Normalization Rule window.

I . i = e K e _
R§ Y

Edit Normalization Rule - Prefix All

o oK | X cancel o
Name:* =
;Pre.‘x Al

Description:

Build a Normalization Rule

Fill in the fields that you want to use, or create the rule manually by
clicking Edit.

Starting digits:

Length:

Exactly v |10

GF

Digits to remove:

G

Digits to add:

Pattern to match:*

Translation rule:*

Edit 7

|| Intarnal svtencinn 7 .

Figure 11 Create a new normalization rule

®  Enter a name in the rule, such as 10-Digit Dialing, and an optional description. Select Exactly from the
drop-down box, and then enter 10 in the Value box.

3. Click OK to complete the creation of the normalization rule. The new rule is now listed in the rules list.]

12
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reate voice routing test case information

- oI Hsace frunkcontadraton festyaiceRotting _
e ¥

-
i

Edit Dial Plan - Global
o oK | X cancel (7]

Associated Normalization Rules

% New EZcopy [ “-Select... /” Show details.. Remove a
Normalization rule State Pattern to match Translation pattern
Prefix-2 Committed  A90d+)$ +£1
Prefix Al Committed  A0d{11]% +$1

Dialed number to test:

Figure 12 Complete the dial plan

4.  After the required normalization rules are created, click OK to complete the Dial Plan. Click Commit, and then
select Commit All to save the normalization rules. Click Commit again, and then click Close to complete the
changes.

Add Voice policy
1. Click Voice Policy. Click New to open the New Voice Policy window.
2. Scroll down to Associated PSTN Usages, and click Select.
3. Select DID from the Select PSTN Usage Record dialog box

13
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Sele&t PSTN Usage Record @ x
by
2

| PSTN usage record name Associated routes Associated woice policies

Internal

Local

Long Distance eSBC Globa

Do €58C-DID Do

Figure 13 Configure the PSTN Usage Record
4. Click OK.
Create voice routing test case information

N

Edit Voice F‘c)hgr DID
J 0K | X Cancel
Scopes User B
Name:*

ED:D

Description:

w Calling Features

EI Enable call forwarding |+ Enable team call

EI Enable delegation |+| Enable PSTN reroute

El Enable call transfer |_| Enable bandwidth policy override

u Enable call park |_| Enable malicious call tracing
EI Enable simultaneous ringing of phones

Associated PSTN Usages
4 New ' Select...

PSTN usage record Associated routes

DiD e5BC-DID *

Figure 14 Complete Voice Policy

14
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5. Click OK to close Voice Policy, click Commit, and then click Commit All to open the Uncommitted Voice
Configuration Settings dialog box.

6. Click Commit, and then click Close to complete the changes.

lmﬂ ST e T contonEten et foeetatthg _

voice routing test case information
0
4 New ¥ 7 Edit ¥ Action ¥ Commit ¥ ®
MName 4 | Scope State PSTN usage Description
€ Globa Global  Committed  Long Distance
22 DD User Committed  DID

Figure 15 Validate the configuration

7. When configuration is complete, validation is performed using the Lync Server Control Panel. At the top of
the current window, select the down arrow to display the test case.

8. Inthe Dialed number box, enter digits, and then verify the normalization rule works as expected. The Results
dialog box will indicate which Normalized Rule, Normalized number, First PSTN usage, and First route will be
used when presented with the test number.

Trunk Configuration

1. Click Trunk Configuration. Double-click the Global to open the properties. Unselect Enable refer support.

Im e - e : e _
w

Create voice routing test case information

Edit Trunk Configuration - Global

o« ok | ¥ cancel @
Scope: Globa

Name:

Global

Maximum early dialogs supported:

20

[kl

Encryption support level:
Required v
|_| Enable media bypass
|+| Centralized media processing
|| Enable refer support
Associated Translation Rules
& New Lz “—sSelect...

Translation rule State Pattern to match Translation pattern

Figure 16 Complete Trunk Configuration
2. Click OK.

15
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Enable Users for Enterprise Voice

The final configuration step requires that users are enabled and configured with a unique Line URI. The Direct Inward
Dialing (DID) numbers, provided by the SIP trunk provider, must be directly associated with the user accounts' Line URI
Enterprise Voice properties within Lync Server Control Panel. Inbound communications are received in the E.164
format, so inbound call manipulation does not occur. When inbound calls are received, an automatic phone number
lookup, based on the line URI of the user account is performed. If there is a match, the Mediation Server routes the call

appropriately.

1. Click Users in the Lync Server Control Panel to change to the Users configuration.

2. The User Search window is blank until a query is made and results found. By clicking Find without any input,

all enabled users are returned in the query.

(*) Search

| LDAP search

1sers by typing a user’s nome or clicking Add filfer

X||. Fird |

Flenable users ¥ 7 Edit ¥  Action ¥

+ I+ Add fitter ¥

Search results: 2

)

T

Display name “  Enabled SIP gi pool

Chris Zhou J sip:chris@rd.com serverd2.rd.com

Lync Test \/ sipdlync_test@rd.com  serverJ2.rd.com

Enterprise Voice

Enterprise Voice

Figure 17 Enable and configure individual users

Double-click a user to edit the properties of the user.

Select the Telephony drop-down box and pick Enterprise Voice.

5. Inthe Line URI field, type the DID that you want to use in the E.164 format. The phone number should be set

as the user id of ESBC SIP UA.

ks

Edit Lync Server User - Lync Test

ke commit | % cancet

|+| Enabled for Lync Server
SIP address:*
sipelync_test @ |rd.com |

Registrar pool:
server02.rd.com
Telephony:
Enterprize Voice v
Line URL
tel:+2404953505
Dial plan policy:
<Automatic v Wiewa.
Voice policy:
[Bi8] | Wiewa.

Conferencing policy:

Figure 18 Configure DID phone number for user

16
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6. Click Commit to complete the changes.

7. Wait for domain replication to occur. After the object properties replicate through Active Directory Domain
Services, the system is ready for inbound and outbound test calls.

Topology Overview

Check the configuration result and status of server.

r
Microsoft:

Lync Server2010

o

Users
Topology

IM and Presence

G ok w

Voice Routing Computer

Voice Features esberd.com

~
4

serverf2.rd.com

ia)
i)

Response Groups

Conferencing

Action ¥ () Refresh
< Pool

esbe.rd.com

Standard Edition

o

Site
LynclLab

LynecLat

Figure 19 Check Server status

17
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Status

/A

F)

q
Administrator | Sign out

(7]
Replication

N/A

v




InnoMedia ESBC Application Notes—SIP PBX

4. ESBC Configurations

Please refer to ESBC Administrative Guide for detailed information.
(http://www.innomedia.com/support_manuals.shtml)

Configuring SIP Trunk Information

1. Navigate to Telephony > SIP TRUNKS > Trunk Settings

2. Enter the SIP Service information provided by your service provider.

A e a ; . VeIl —
® & ®af PG ESBEC Q00O

Home Network  Telephony System  Wizard Theme Help Model:E SBC-9380

¥ Trunks Sefting
(-] Configure parameters of Trunk profile.
broadworks

Default Profile
Profile ID | |Broadworks

= SIP Server

SIP Domain | [Broadworks SIP domain

Host |BrcadwcrL3 SIP proxy IP or FQDN
SIP Proxy
Port |S060  (Default SOS0{UDP/TCP), S081(TLS}))

@ Same ag SIP Proxy
@) [
Q' Learn from DHCP Option 15
{ Only valid when ESBC Internet Connection Type ie configured as DHCP Client. )
Host Name Prefix [
Min Retry Interval |30 secs (Default:30)
Max Retry Interval 1800  secs (Default:1800)

Transport Auto (v

SIP Quttkound Proxy

b |

Figure 20 ESBC SIP Trunk — Trunk Settings

Adding and Configuring SIP Trunk and Account(s) on ESBC

ESBC supports two operational modes to access SIP Trunk telephony service:
e  Registration mode

e  Static mode

Configuring SIP Account(s) to ESBC with Registration Mode to Service Provider Network
1. Navigate to Telephony > SIP ACCOUNTS > SIP UA Setting.

2. Click Batch Config button to add/modify/delete accounts in bulk mode

3. Click Add tag to add SIP account(s) to ESBC.

It is possible to provision ESBC with only one pilot number (i.e., main public identity). In such case, implicit registration
is configured with registration agent. In addition, default route should be configured to this account as well.

Marks of different SIP UA types

18
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- Main Public Identity
* Default Route

Only one pilot number is provisioned on the ESBC with implicit registration operation in the IOT example. This pilot
number is also configured as the default route on the ESBC.

® & ovwi Y G ESBC OO0

Home Network  Telephony System Viizard Theme Help Model.E SBC-9380

|

% R siPuaseting
4 Telephony

© Configure parameters of SIP UAs interconnecting with external ITSP.
B g2 SIF TRUNKS Lo = :

‘“ Trunks Setting SIP User Accounts Registration Agent
& Trunk SIP Profile
Search: | Al v
= 2 SIP ACCOUNTS

Na. UserID Auth ID  Registration Agent Trunk Proxy Profile  Trunk SIP Profile  Type PBX SIP Profile Registerto E

c Azsigning
@ 1 |2404983506 ESBC Broadsoft SP-Trunkin SP Generic Regist
= 2 SIP-PBX and FXS *= S 2 St

!“ PBX SIP Profile Page 1 of 1, Total Records 1
% FXS Port Setting

% Authentication -
Batch Config| Refresh
& 5P Parameters 4

Figure 21 ESBC SIP Account Settings

Configuring Registration Agent
1. Click Registration Agent tab, as shown in Figure 21.
2. Add a Registration Agent (RA) by giving its name and associate a trunk line to this RA.

‘-’ Registration Agent

© Setting Registration Agent for SIP Trunks

SIP User Accounts | Registration Agent

Search: |AH b
O Ho. Agent Name Main Public Indentity Action
O 1 ESBC 2404983506@as iop1 broadworks net <Innoledia 10T= ﬁ} i

Page 1 of 1. Total Records 1

Add | Delste
Figure 22 Configuring Registration Agent

Configuring Default Route

Enable Default Route can be configured by either selecting default route when creating new UA accounts as in Figure
23, or by editing an existing UA account as in Figure 24.

User ID Display Name Auth 1D Auth Password Default Route Action

2404983506 Enterprise password il

Figure 23 Configuring Default Route-1

19
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© Configure SP UA parameters.
Type SP

Enabled
Default Route

User D | [2404983506

Display Name [InnoMedia [OT

AuthD | |

Auth Password | |

Trunk Praxy Profie ; Broadsaft &
Trunk SIP Profie i SIP-Trunking | w
Registration Agent 3 ESBC W

PBX Authentication Mode | local

PEX Auth Password ®© hazss
O Same as Auth Password
PBX SIP Profie !Lync Server ¥
0 Enabled

PBX Static Registration

SP Contact [2404983506@172.16.1.61:5060 (user@phbx=ip: port)

0 Apply Q Cancel

Figure 24 Configuring Default Route - 2

Configuring SIP Account(s) to ESBC using Static Mode to Service Provider Network

By default, the ESBC Trunk SIP Profile is configured with registration mode. If static mode is required, follow these steps
to change it.

1. Navigate to Telephony > SIP TRUNKS > Trunk SIP Profile
2. Check Static Registration option

‘. Profile Cenfiguration

Lo Configure SIP parameters for SIP server.

SIP-Trunking | profile20001

[ Default Profile

Profile ID |

SIP Parameters
Static Registration

Enable Session Timer {remember to enable global session timer)

Figure 25 Configuring static operation mode
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Configuring ESBC using Static Operational Mode with SIP-PBX

Lync 2010 uses static operational mode of SIP Trunk and connects to ESBC. You need to configure ESBC as follows.

1. Navigate to Telephony > SIP PBX and FXS > PBX SIP Profile

2. Check if the target PBX is in ESBC profile list. Select it as Default Profile and click Apply button, as shown in Figure
26. If your PBX is not in the list, click Add button, please refer to Figure 27 and configure your PBX settings

accordingly.

{.'_ PBX Profile Setting

(] Manage Profile list and Set default profile

Profile ID Default Profile
Generic ]
InnoMedia-iPBX400
Cisco Unified CIM
Microsoft 0CS
Cisco UC500
Allworx
Asterisk - Switchvox
Fonality Trixbox
Pingtel SIPxchange
IPTel SER
AastraLink Pro 160
Linksys SPA 9000
Avaya IP Office 500
Shoratel

0 0 T o o o Y i

sipiecs

Microsoft Lync

Cisco UC320

g

Cisco SPA3J000
Asterisk
Nortel BCM50

o|g|o|jo|o

3cx

Figure 26 PBX Profile List (PBX list updated in ESBC version 2-0-12-40)

TR A ELTEELTEL]

"_ Profile Configuration (profile10011

[+] Configure SIP parameters for SIP terminal.

Profile 1D

SIP Parameters

IYour FEX Mame

Enable Static Regiztration

Timer Invite Expires

Timer 1xx Retranzmis=ion

Interoperability
Country Code

Set URI format of Header

Set identity header for callz to SIP terminal

B s n

D Uze TCP Tranzport for SIP Mezzages
180 zecs (Default:120)
60

zecs (Default:50)

(Thiz wil be added or removed in the From and Centact headerz)

From |nut E.164, without uzer=phone hd

To |nut E.164, without uzer=phone w

[ onE v

|Est From header to: "Anonymeus” <sip:ancnymeous{@[demain]= b

Figure 27 Adding a New PBX Profile and Enabling Static Registration to ESBC
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3. Refer to Figure 24, entering authentication password and SIP Contact information for PBX static registration.

Configuring Call Transfer/Forward Methods on ESBC Interfacing with Service
Provider’s Core Network

Call Transfer

Different service providers may expect different Call Transfer methods when interfacing with their core networks. The
ESBC supports two methods to interface with core network. (1) SIP REFER & (2) re-INVITE, the default configuration.

1. Navigate to Telephony > SIP TRUNKS > Trunk SIP Profile.

2. Choose the Target Profile ID (or create a new Profile), and configure this profile by clicking <Action> button. Scroll
down and configure this Feature item: Process Call Transfer and Call Forward Locally, as shown in Figure 28.

e  REFER method: Uncheck
e  Re-INVITE method: Check

Call Forward

Configuration for Call Forward is coupled with Call Transfer on ESBC. The configuration is the same as Call Transfer, as
shown in Figure 28.

e When REFER is selected for Call Transfer, then the “302 moved temporarily” SIP method is used for Call
Forwarding.

®*  When re-INVITE is selected for Call Transfer, then re-INVITE is used for Call Forwarding.

AIGLLIA UL I ULS S L 4% 1L Y IL L S EEE N T

Method of processing re-INYITE without SDP I Send re-INVITEs without S0P W

D Accept RTPIAYP with sdescriptions offer

SOP wiith Secure Descriptions I Transmit sdescription transparent

D Use bain Public dertity in Cortact Header

tarp |

D Trunk Group ldentifier
trurk-cortest |

P-Access-Metwoark-Info Header |

Security
D Check the domainshost part of the To header in incoming requests

D Check the source IP address of incoming SIP messages
Features

D Require Register event(3GPP)

D Mot Retry Registrations on 403 Responses

Send SUBSCRIBE for Message Waiting

Interwval |36UU SECE

I Process Call Transfer and Call Forwarding Locally I

D Support 100rel for Outgoing calls
Play Ringback Tone until receive 18X response from SIP Server
D Loop Detection

MNew | Replicate | Delete | Restore Default| Q Apply

Figure 28 Configuring Call Transfer Methods
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Configuring Caller ID Display for Outbound Calls

ESBC provides the flexibility of configuring Caller ID display for outbound calls, by defining the “From” header of SIP
messages.

The options are as follows.
1. Navigate to Telephony>SIP TRUNKS>Trunk SIP Profile

2. Choose the target Profile ID, and click the <Action> icon to configure this setting, as displayed in Figure 29Error!
Reference source not found..

e Display “Main Public Identity”: pilot number (and/or default route)
e Display “Alternate Identity”: individual DID numbers configured on ESBC

e Display “the Original Caller”: the caller IDs of PBX users. ESBC would take the “FROM” header as it is sent from
the PBX.

Interoperakility

From |nctE.1?¢. without uger=phone

To |nctE.1E=. without uger=phone

Set URI format of Header | "REGISTER' | net E. 184, without user=phone

Refer-To | not E. 164, without user=phons

L . S

forward |nct E. 154, without user=phone 302 contact

|551Frcm header to: "Anonymous” <zip:anonymous@anonymous.invalid= | %
Anonymous call
Eetpriwacyh&aderto the value "id

Set From header for Outgoing calls Use Main Public dentity 4

Set Identity header for Outgoing callz |HOHE b

Figure 29 Configuring Caller IDs for outbound calls
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5. Appendix

Trouble Shooting with Call Transfer/Call Forward Failure from SIP-PBX—SIP PBX
Adding Invalid Domain in REFER-To Header

Some SIP-PBX’s may adopt non-standard methods of handling call transfer/call forward requests which cause transfer
(or forward) failure when the transferee UA is external to the ESBC.

When performing Call Transfer using the SIP REFER method, the REFER method indicates that the recipient (identified
by the Request-URI) should contact a third party using the contact information provided in the request. However, some
SIP-PBX’s while handling calls originating from other networks may have an invalid domain name in the REFER-To
header and hence making the call may be routed to an unexpected destination.

ESBC PBX B-PBX User
A-SIP Trunk User )
External IP 192.168.11.1 5506
192.168.1.5 . 192.168.11.6

Acalls B 1INVITE _ 2 INVITE _ INVITE

° ° ° i
A and B talk RTP (Audio)

[ ]
B putsAon hold . 3 ”:]\”TE ’ 4 INVITE
B puts C on hold oo cee
5 refersAto G 11 REFER 10 REFER
refers Ato B
. C 1. INVITE 5506@domain.com
A 5507 10. Refer-to 5507@192.168.11.7
| 11 INVITE 192188117 11. Refer-to 507@External IP

Acalls C Call connects. Aand C are
‘ reachable via the call routing and
control functionality of ESBC.

Figure 30 SIP-PBX sends local IP in contact information in REFER messages

ESBC Resolving the Network Contact Information of REFER-To Header

ESBC ensures the original caller receives a REFER request containing a Refer-To URI that is reachable. ESBC has PBX
profile settings for SIP-PBX as shown in Figure 31.

1. Navigate to Telephony > SIP-PBX and FXS > PBX SIP Profile
2. Choose the target SIP-PBX profile (or create a new profile),
3. Check the item “Ignore Domain in Refer-To” header.
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SetCaller D ifitdoss motesist| [
P-Preferred-ldentity

Get Caller ID frem SIP Header if exizts P-Aszerted-ldentity
Remote-Farty-ID
Alert-info

Forward SIP Header to SIP terminal Hiztory-Info

Diversion

Forward DTMF in SIP INFO to SIP Server

Strip ICE Attributes

[Jremove contact and Record-Route Headers in 180 Rezponses

DAdd expires header in the 200 response of registration

[use the SIP terminars IP address as the domain

D Use "Ir=trug” for loo=e routing

[Juse entire SIP address as the authentication name

[use arc 2543 Hoi
Prefer Route by identities
[ Remove other media types when sending T.38 offer

| Ignore domain in Refer-To header |

Order of sending Re-INVITE= I Send re-INVITE= all the way directhy e

Figure 31 Ignore domain in Refer-To header to solve the unexpected network contact information

Trouble Shooting with Call Transfer/Call Forward Failure from SIP-PBX—SIP PBX
Sending Local Call-ID in SIP REFER Messages

Some PBXes may handle Call Transfer in an unexpected way: The REFER message sent from SIP-PBX carries a locally
generated Call-ID, i.e., Call-ID: Y instead of conforming to Call-ID: X1 as in the first call, as illustrated in Figure 32. Hence,
it causes a failure to associate this Call-ID:Y to any of previous established call. In this case, ESBC handles this local
“REFER” (transfer) with a new INVITE message to caller, and a new media stream is setup to the caller with ESBC.
Please refer to Figure 28, the option “Process Call Transfer and Forwarding Locally” should be checked.

Provider

ESBC PSTN CalleraA
May I speak to C?
o INVITE
INVITE Call-ID: X
Call-ID: X1 .
Transferor B REAER Processfkfer and
Sure, Iwill transfer to C. fwd Ipcally
¢ PR Re-INVITE
e Call-ID: Y Call-ID: X
=S L2 Refer Cto A 1
Transferee C

Service Providersees a
relNVITE with the same
Call-ID: X

SIP PBX creating Call-ID:
Y for “REFERC to A”.
However Call-IDY failed
to associatethe
previously established
Call-IDX1.

Figure 32. The SIP PBX Transfer Problem with REFER Message

25



