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InnoMedia ESBC SIP Trunking Configuration Guide for 

Microsoft OCS2007 R2  

 

The purpose of this application note is to describe the steps needed to configure the OCS2007 R2 for 

proper operation in a SIP Trunking Application with ESBC. 

 

 

Related Documents 

Name of Document Location 

ESBC Administrator’s Guide http://www.innomedia.com/support_manuals.shtml 

Office Communications 

Server 2007 R2 Enterprise 

Voice Deployment Guide 

http://technet.microsoft.com/en-us/library/dd441382%28v=office.13%29 

 

 

 

 

 

Copyright © 2012, InnoMedia Inc., All right reserved. 

This documentation is the confidential and proprietary intellectual property of InnoMedia Inc. Any unauthorized use, 

reproduction, preparation of derivative works, performance, or display of this document, or software represented by 

this document is strictly prohibited. 

 

 

 

 

 

www.innomedia.com 
 

 

 

 

 

 

Document version: 1.2 (Oct, 2012) 



InnoMedia ESBC Application Notes—SIP PBX-Microsoft OCS2007 

 
 

2 

 

Table of Contents 
1. INTRODUCTION......................................................................................................................................................3 

DELIVERING BUSINESS VOICE SERVICES TO ENTERPRISES ............................................................................................................3 
GETTING STARTED ..............................................................................................................................................................4 

2. INTEROPERABILITY COMPLIANCE TESTING ............................................................................................................4 

PBX FEATURES VERIFIED .....................................................................................................................................................4 
FEATURES NOT SUPPORTED ON OCS2007 .............................................................................................................................4 
LIMITATIONS AT IOT LAB ....................................................................................................................................................4 
EQUIPMENT AND SOFTWARE VALIDATED OF THIS APPLICATION NOTE...........................................................................................4 
LAB CONFIGURATION EXAMPLE ............................................................................................................................................5 

3. OCS2007 R2 CONFIGURATIONS..............................................................................................................................6 

CREATE LOCATION PROFILES.................................................................................................................................................7 
ASSIGN LOCATION PROFILE TO POOL......................................................................................................................................9 
CONFIGURE MEDIATION SERVER ...........................................................................................................................................9 
CONFIGURE CALL AUTHORIZATION.......................................................................................................................................11 

Create a phone usage record ...............................................................................................................................11 
Create a Voice Policy ............................................................................................................................................11 
To select a global voice policy ..............................................................................................................................13 

CONFIGURE OUTBOUND CALL ROUTING ...............................................................................................................................13 
ENABLE USERS FOR ENTERPRISE VOICE .................................................................................................................................15 
CONFIGURE TELEPHONY SETTING OF USER .............................................................................................................................16 
MEDIATION SERVER OVERVIEW ..........................................................................................................................................18 

4. ESBC CONFIGURATIONS .......................................................................................................................................20 

CONFIGURING SIP TRUNK INFORMATION ..............................................................................................................................20 
ADDING AND CONFIGURING SIP TRUNK AND ACCOUNT(S) ON ESBC .........................................................................................20 

Configuring SIP Account(s) to ESBC with Registration Mode to Service Provider Network ..................................20 
Marks of different SIP UA types............................................................................................................................21 
Configuring Registration Agent ............................................................................................................................21 
Configuring Default Route....................................................................................................................................21 
Configuring SIP Account(s) to ESBC using Static Mode to Service Provider Network ...........................................22 

CONFIGURING ESBC USING STATIC OPERATIONAL MODE WITH SIP-PBX ...................................................................................23 
CONFIGURING CALL TRANSFER/FORWARD METHODS ON ESBC INTERFACING WITH SERVICE PROVIDER’S CORE NETWORK ..................24 
CONFIGURING CALLER ID DISPLAY FOR OUTBOUND CALLS........................................................................................................25 

5. APPENDIX ............................................................................................................................................................26 

TROUBLE SHOOTING WITH CALL TRANSFER/CALL FORWARD FAILURE FROM SIP-PBX—SIP PBX ADDING INVALID DOMAIN IN REFER-TO 

HEADER..........................................................................................................................................................................26 
ESBC Resolving the Network Contact Information of REFER-To Header ..............................................................26 

TROUBLE SHOOTING WITH CALL TRANSFER/CALL FORWARD FAILURE FROM SIP-PBX—SIP PBX SENDING LOCAL CALL-ID IN SIP REFER 

MESSAGES ......................................................................................................................................................................27 

 



InnoMedia ESBC Application Notes—SIP PBX-Microsoft OCS2007 

 
 

3 

 

1. Introduction 

This application note provides configuration steps for Service Providers to deliver SIP Trunking Services to enterprise 

customers deploying Microsoft OCS2007 R2 SIP PBXs using InnoMedia's Enterprise SIP Gateway (ESG) ESBC9x80-4B. 

The ESBC is owned and managed by the service provider, and performs necessary SIP normalization, NAT and firewall 

traversal, security operations, performance reporting, and remote diagnosis. 

Delivering Business Voice Services to Enterprises 

Figure 1 illustrates how business voice services can be delivered to enterprise customers having legacy TDM PBXs, IP 

PBXs, or through hosted voice services.  

 

Figure 1. Reference Network Architecture 
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Getting Started 

The following preliminary pieces of information are required : 

• SIP Proxy Server IP address or FQDN and SIP Domain. 

• SIP Trunk user accounts, direct inward dialing (DID) numbers, and/or a main pilot number. 

• SIP authentication credential with the service provider network.  

2. Interoperability Compliance Testing 

The SIP Trunking ESG - PBX interoperability lab setup is shown in Figure 2 where an OCS R2 Server is connected to an 

ESBC which in turn is registered to a softswitch/SIP Server. To verify ESBC - PBX interoperability, the following features 

and functionality are executed during the interoperability compliance tests. 

PBX Features Verified 

• Inbound calls OCS2007 R2 PBX extension phones.  

• Outbound calls from OCS R2 extension phones. 

• Various Call features:  

- Blind and Consulted Call Transfer 

- Call Forwarding  

- Caller ID/Caller Name presentation and Caller ID restriction 

- Three way conference call 

- User features such as hold, resume 

• DTMF transmission using in-band and RFC2833  

• Codec G711 mu-law and A-law 

Features Not Supported on OCS2007 

• Registration operation mode, including GIN Registration  

• Calling Name display 

Limitations at IOT LAB 

Equipment and Software Validated of this Application Note 

The lab network for the SIP Trunk reference configuration is illustrated below.  

The LAB network consists of the following components: 

ESBC 

Model    : InnoMedia ESBC 9380-4B 

Firmware Version   : esbc-9x-2-0-12-36        

PBX 

Model    : Microsoft Office Communication Server 

Firmware version   : 2007 R2 
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PBX LAN Phone 

Model     : Microsoft Office Communicator 2007 

WAN Phone 

Model    : InnoMedia 7308-MLY65P 

Firmware version   : 65.0.98.2  

Model     : CounterPath eyebeam 

Firmware version   : 1.5.19.2 build 49847 

SIP Server 

Broadsoft Broadworks    

Version    : R18 

LAB Configuration Example 

Table 1 – IP Address 

Component IOT LAB Value Your Value 

InnoMedia ESBC 

LAN IP Address 172.16.1.20  

LAN Subnet Mask 255.255.0.0  

WAN IP Address DHCP client  

OCS2007 R2 

IP Address 172.16.1.59  

 

Table 2—Account Information 

DID Account Number Account Attribute Extension 

2404983506 Pilot Number / Default Route 3506 

2404983507 DID 3507 

2404983508 DID 3508 
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Figure 2 SIP Trunk LAB Reference Network 

The lab network consists of the following components: 

• Device Under IOT Test:  

- PBX: Microsoft OCS 2007 R2  

- Enterprise SIP Gateway: InnoMedia ESBC9380-4B  

• PBX Client: Microsoft Office Communicator 2007 

• Broadsoft Broadworks R18 as Service Provider Core Network SIP Softswitch 

• Three IP Phones and an ATA registered to Broadworks R18.  A fax machine is connected to the ATA for fax 

testing.  

• DHCP server and SIP trunk termination. 

3. OCS2007 R2 Configurations 

The instructions provided in this section are intended to help Field Install Technicians configure the OCS R2 to connect 

to InnoMedia ESBC9x80-4B.  They are not intended for advanced functionality setups.  It is further assumed that the 

Field Install Technicians already have knowledge of OCS R2 operations. 

1. Log on to a Communications Server 2007 Mediation Server.  

2. Click Start, point to Administrative Tools, and then click Office Communications Server 2007.   
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Create Location Profiles 

1. Right-click the Forest node, point to Properties, and then click Voice Properties. 

2. On the Location Profiles tab. 

 

Figure 3 Location Profiles 

3. Click Add to create a new location profile. 

 

Figure 4 Add Location Profiles dialog box 
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� Name: type a useful descriptive name. 

� Description:  type the common, recognizable name of the geographic location to which the location 

profile applies. 

4. Click Add to open the Add Phone Number Normalization Rule dialog box. 

 

Figure 5 Add Phone Number Normalization Rule  

� Name: type a name that describes the number pattern being normalized (for example, 5 Digit Extension 

or 7 digit calling Toronto). 

� Description : type a brief description of the normalization rule. 

� Phone pattern regular expression: use .NET Framework regular expressions to describe a phone number 

pattern (for example, ^9(\d{7})$, which describes a phone number pattern consisting of the number 9 

followed by any seven digits). 

� Translation pattern regular expression:  use .NET Framework regular expressions to describe the E.164 

phone number corresponding to the number entered in the Phone pattern regular expression box. 

� Use translation when dialing from device: check. 

5. Click OK. 

6. Create as many normalization rules as your location profile requires. 
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7. When you are done, click OK. 

Assign Location Profile to Pool 

1. Configure an Enterprise Edition Pool, expand Enterprise Pools, right-click the pool that you want to configure, 

click Properties, and then click Front End Properties. 

2. On the Voice tab, in the Location Profile box, select the default location profile for the pool. 

 

Figure 6 Assign location profile  

3. Click OK. 

Configure Mediation Server 

1. Expand the Mediation Servers node, right-click the Mediation Server to be configured, click Properties, and 

then click the General tab.  

2. In the Default location profile list, select the default location profile for this Mediation Server, as shown in 

Figure 7 . The IP address entered for Communication Server listening IP address indicates the SIP Contact of 

PBX Static Registration on ESBC page, as shown in Figure 25.  
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Figure 7 Configure location profile 

3. On the Next Hop Connections tab, under PSTN Gateway next hop: 

 

Figure 8 Configure PSTN Gateway address 
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� Address: specify the IP address of the ESBC LAN interface. 

� Transport : select TCP. 

� Port : accept the default of 5060 for TCP. 

4. Click OK. 

Configure Call Authorization 

Create a phone usage record 

1. Right-click the Forest node, point to Properties, and then click Voice Properties. 

2. On the Phone Usages tab, click Add to create a new phone usage record. 

 

Figure 9 Create phone usage record 

3. Continue adding phone usage records as needed, and then click OK. 

Create a Voice Policy 

1. Right-click the Forest node, point to Properties, then click Voice Properties. 

2. On the Properties dialog, click the Policy tab 
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Figure 10. policy  

3. Click Add. Type a name in the Policy name box. Select the Allow simultaneous ringing of phones check box. 

 

Figure 11 Policy 

4. Click Configure. Select a phone usage from the Available list, and then click the right arrow to add the usage 

to the Configured list. 
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Figure 12 Add phone usages to the policy 

5. Click OK, and verify that the phone usages you added now appear in the list of Phone usage records in the 

Add Policy or Edit Policy dialog boxes. 

6. Click OK. 

To select a global voice policy 

1. On the Policy tab, open the Global policy list, select Use per user policy. 

 

Figure 13 Select global voice policy 

2. Click OK. 

Configure Outbound Call Routing 

1. Right-click the Forest node, point to Properties, and click Voice Properties. 

2. Click the Routes tab 

3. Click Add. 

 

 



InnoMedia ESBC Application Notes—SIP PBX-Microsoft OCS2007 

 
 

14 

 

 

Figure 14 Routes list 

 

Figure 15 Create new Route 
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� Name: type a unique name for the new call route. 

� Description: type an optional description of the new call route. 

� Target phone numbers: use .NET Framework Regular Expressions to describe the pattern of the phone 

numbers that are to use this route. 

4. Click Add to add a media gateway or Mediation Server to the Gateways list. 

5. Click Configure. Select the phone usage record you want to add from the Available list, and then click the 

Right Arrow key (>) to add the record to the Configured list. 

 

Figure 16 Add a phone usage record to this call route 

6. Create as many routes as you need, and then click OK. 

Enable Users for Enterprise Voice 

1. Expand the pool or server where your users reside, and then click the Users node.  

2. In the right pane, right-click one or more users whom you want to configure, and then click Configure users. 

3. Follow the Welcome to the Configure Users Wizard to configure user. 

 

Figure 17 Configuring Enterprise Voice for Users 
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Figure 18 Configure Users 

Configure telephony setting of User 

1. Expand the pool or server where your users reside, and then click the Users node. 

2. Double-click the user you want to configure. Click Configures of Telephony Setting. 
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Figure 19. Configure Telephony setting for user 

� Line URI: Enter Pilot Number User ID.  

� Select the policy and location profile. 

3. Click OK. 
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Mediation Server Overview 

Check the configuration result and status of mediation server. 
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Figure 20. Mediation Server overview 
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4. ESBC Configurations 

Please refer to ESBC Administrative Guide for detailed information. 

(http://www.innomedia.com/support_manuals.shtml) 

Configuring SIP Trunk Information 

1. Navigate to Telephony > SIP TRUNKS > Trunk Settings 

2. Enter the SIP Service information provided by your service provider. 

 

Figure 21 ESBC SIP Trunk – Trunk Settings 

Adding and Configuring SIP Trunk and Account(s) on ESBC 

ESBC supports two operational modes to access SIP Trunk telephony service: 

• Registration mode 

• Static mode 

Configuring SIP Account(s) to ESBC with Registration Mode to Service Provider Network 

1. Navigate to Telephony > SIP ACCOUNTS > SIP UA Setting. 

2. Click Batch Config button to add/modify/delete accounts in bulk mode 

3. Click Add tag to add SIP account(s) to ESBC. 

It is possible to provision ESBC with only one pilot number (i.e., main public identity). In such case, implicit registration 

is configured with registration agent. In addition, default route should be configured to this account as well. 
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Marks of different SIP UA types  

  Main Public Identity 

  Default Route 

Only one pilot number is provisioned on the ESBC with implicit registration operation in the IOT example. This pilot 

number is also configured as the default route on the ESBC. 

 

Figure 22 ESBC SIP Account Settings 

Configuring Registration Agent 

1. Click Registration Agent tab, as shown in Figure 22. 

2. Add a Registration Agent (RA) by giving its name and associate a trunk line to this RA. 

 

Figure 23 Configuring Registration Agent 

Configuring Default Route 

Enable Default Route can be configured by either selecting default route when creating new UA accounts as in Figure 

24, or by editing an existing UA account as in Figure 25. 

 

Figure 24 Configuring Default Route-1 
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Figure 25 Configuring SIP UA Settings and Default Route 

Configuring SIP Account(s) to ESBC using Static Mode to Service Provider Network 

By default, the ESBC Trunk SIP Profile is configured with registration mode. If static mode is required, follow these steps 

to change it. 

1. Navigate to Telephony > SIP TRUNKS > Trunk SIP Profile 

2. Check Static Registration option 

 

Figure 26 Configuring static operation mode 
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Configuring ESBC using Static Operational Mode with SIP-PBX 

OCS2007 R2 uses static operational mode of SIP Trunk and connects to ESBC.  

1. Navigate to Telephony > SIP PBX and FXS > PBX SIP Profile  

2. Check if the target PBX is in ESBC profile list. Check it as Default Profile and click Apply button, as shown in Figure 

27. If your PBX is not in the list, click Add button, please refer to Figure 28 and configure your PBX settings 

accordingly.   

 

Figure 27 PBX Profile List 

 

Figure 28 Adding a New PBX Profile and Enabling Static Registration to ESBC 

3. Refer to Figure 25 , to enter authentication password if you requires ESBC to authenticate your SIP-PBX. 
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Configuring Call Transfer/Forward Methods on ESBC Interfacing with Service 

Provider’s Core Network 

Different service providers may expect different Call Transfer/Forward methods when interfacing with their core 

networks.  

ESBC supports two methods to interface with core network. (1) SIP REFER & (2) Re-INVITE.  

1. Navigate to Telephony > SIP TRUNKS > Trunk SIP Profile. 

2. Choose the Target Profile ID (or create a new Profile), and configure this profile by clicking <Action>. Scroll down 

and configure this Feature item: Process Call Transfer and Call Forward Locally, as shown in Figure 29. 

• REFER method: Uncheck.  

• Re-INVITE method: Check 

3. If the SIP-PBX uses REFER to accomplish call transfer, then the ESBC can either use REFER or re-INIVTE to interface 

with service provider’s network.  

Note:  

1. If the SIP-PBX only supports SIP Re-INVITE method to perform call transfer/call forward requests, then in turn the 

ESBC can send only INVITE signals to core network when the transferee is external to ESBC. 

2. If the SIP-PBX uses REFER to accomplish call transfer, then the ESBC can use either REFER or re-INVITE to interface 

with core network. (Check the box when necessary, “Force send REFER even if the peer not add REFER in the 

ALLOW header” (as shown in Figure 29). 

 

 

Figure 29 Configuring Call Transfer Methods 
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Configuring Caller ID Display for Outbound Calls 

ESBC provides the flexibility of configuring Caller ID display for outbound calls, by defining the “From” header of SIP 

messages. 

The steps and options are as follows. 

1. Navigate to Telephony>SIP TRUNKS>Trunk SIP Profile 

2. Choose the target Profile ID, and click the <Action> icon to configure this setting, as displayed in Figure 30. 

3. Display “Main Public Identity”:  pilot number (and/or default route) 

4. Display “Alternate Identity”: individual DID numbers configured on ESBC 

5. Display “the Original Caller”: the caller IDs of PBX users. ESBC would take the “FROM” header as it is sent from the 

PBX. 

 

Figure 30 Configuring Caller IDs for outbound calls 
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5. Appendix 

Trouble Shooting with Call Transfer/Call Forward Failure from SIP-PBX—SIP PBX 

Adding Invalid Domain in REFER-To Header  

Some SIP-PBX’s may adopt non-standard methods of handling call transfer/call forward requests which cause transfer 

(or forward) failure when the transferee UA is external to the ESBC. 

When performing Call Transfer using the SIP REFER method, the REFER method indicates that the recipient (identified 

by the Request-URI) should contact a third party using the contact information provided in the request. However, some 

SIP-PBX’s while handling calls originating from other networks may have an invalid domain name in the REFER-To 

header and hence the call may be routed to an unexpected destination. 

 

Figure 31 SIP-PBX sends local IP in contact information in REFER messages 

ESBC Resolving the Network Contact Information of REFER-To Header 

ESBC ensures the original caller receives a REFER request containing a Refer-To URI that is reachable. ESBC has PBX 

profile settings for SIP-PBX. 

1. Navigate to Telephony > SIP-PBX and FXS > PBX SIP Profile 

2. Choose the target SIP-PBX profile (or create a new profile), 

3. Check the item “Ignore Domain in Refer-To” header. 
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Figure 32 Ignore domain in Refer-To header to solve the unexpected network contact information  

Trouble Shooting with Call Transfer/Call Forward Failure from SIP-PBX—SIP PBX 

Sending Local Call-ID in SIP REFER Messages   

Some SIP-PBX’s may handle Call Transfer in an unexpected way: The REFER message sent from SIP-PBX carries a locally 

generated Call-ID, i.e., Call-ID: Y instead of conforming to Call-ID: X1 as the first call, as illustrated in Figure 33. Hence, it 

causes a failure to associate this Call-ID:Y to any of previously established call. In this case, ESBC handles this local 

“REFER” (transfer) with a new INVITE message to caller, and a new media stream is setup to the caller with ESBC. 

Please refer to Figure 29, this feature “Process Call Transfer and Forwarding Locally” should be checked. 

 

Figure 33 The SIP PBX Transfer Problem with the REFER Message 


