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1. Introduction

This application note provides configuration steps for Service Providers to deliver SIP Trunking Services to enterprise
customers deploying SIPfoundry sipXecs SIP PBXs using InnoMedia's Enterprise SIP Gateway (ESG) ESBC9x80-4B. The
ESBC is owned and managed by the service provider, and performs necessary SIP normalization, NAT and firewall

traversal, security operations, performance reporting, and remote diagnosis.

Delivering Business Voice Services to Enterprises
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Figure 1Error! Reference source not found. illustrates how business voice services can be delivered to enterprise

customers having legacy TDM PBXs, IP PBXs, or through hosted voice services.
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Figure 1 Reference Network Architecture

Getting Started

The following preliminary pieces of information are required:
e S|P Proxy Server IP address or FQDN and SIP Domain.
e  SIP Trunk user accounts, direct inward dialing (DID) numbers, and/or a main pilot number.

e S|P authentication credentials with the service provider network.

2. Interoperability Compliance Testing

The SIP Trunking ESG - PBX interoperability lab setup is shown in Figure 2 where a sipXecs is connected to an ESBC
which in turn is registered to a softswitch/SIP server. To verify ESBC - PBX interoperability, the following features and
functionality are executed during the interoperability compliance tests.
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PBX Features Verified

® Inbound calls from service provider network to SIP Phone registered to sipXecs PBX.
®  Qutbound calls from SIP phones registered to sipXecs to service provider network.
® Various Call features:

— Blind and Consulted Call Transfer

— Call Forwarding

—  Caller ID presentation and Caller ID restriction

—  Three way conference call

— User features such as hold, resume
®  Anonymous Call
e  DTMF transmission using in-band and RFC2833
e Codec: G.711 mu-law, G.729

Features Not Supported on sipXecs PBX

e  Registration operation mode

®  GIN registration

Limitations at IOT Lab

Equipment and Software Validated of this Application Note

The lab network for the SIP Trunk reference configuration is illustrated below. The lab network consists of the following
components:
ESBC

Model

Firmware Version

: InnoMedia ESBC 9380-4B
: esbc-9x-2-0-12-36

PBX
Model : SIPfoundry sipXecs
Firmware version :4.0.1-015823
PBX LAN Phone
Model : InnoMedia 7308-MLY65P
Firmware version :65.0.98.2
Model : InnoMedia MTA 6328-4
Firmware version :V4.2.72
Model : CounterPath eyebeam
Firmware version :1.5.19.2 build 49847
WAN Phone

Model

Firmware version

: InnoMedia 7308-MLY65P
:65.0.98.2
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Model
Firmware version
SIP Server

Broadsoft Broadworks

: CounterPath eyebeam

:1.5.19.2 build 49847

Version :R18
LAB Configuration Example
Table 1 - IP Address
Component 10T LAB Value Your Value
InnoMedia ESBC
LAN IP Address 172.16.1.20
LAN Subnet Mask 255.255.0.0
WAN IP Address DHCP
sipXecs
IP Address 172.16.108.120
Table 2—Account Information
DID Account Number Account Attribute Extension
2404983506 Pilot Number / Default Route 3506
2404983507 DID 3507
2404983508 DID 3508
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ESBC -SIPFoundry SIPXecs |OT LAB Setup

Customer Premise Service Provider

Service Provider
SIP Server

IP: 172.16.108.120
Pilot number:
2404983506

2418884822

&

ESBC
LANIP: 172.16.1.20

2404983513
]

Extension: 3507
DID: 2404983507

21404983511

I 24045883512
-
Management Console PC ﬁ
IP:

Corporate Network — PBX Voice VLAN Analog FAX

Extension: 3508
DID: 2404983508

= Service Provider Network Analog Line

Figure 2 SIP Trunk LAB Reference Network
The lab network consists of the following components:
e Device Under IOT Test:
—  PBX: sipXecs SIP PBX
—  Enterprise SIP Gateway: InnoMedia ESBC9380-4B
e  Two IP Phones on the local LAN registered to sipXecs
e  Broadsoft Broadworks R18 as Service Provider Core Network SIP Softswitch
e Three IP Phones and an ATA registered to Broadworks R18. A fax machine is connected to the ATA for fax
testing.
e DHCP server and SIP trunk termination

3. sipXecs Configurations

The instructions provided in this section are intended to help Field Install Technicians configure the sipXecs to connect
to the InnoMedia ESBC9x80-4B. They are not intended for advanced functionality setups. It is further assumed that
Field Install Technicians already have knowledge of sipXecs operations

Once logged into the sipXecs GUI as an Administrator, follow these steps to configure SIP Trunk Service.

Navigate your web browser to the IP address of your sipXecs SIP Server. Log in using the proper credentials.
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Login

Please login

Usger I 200

PIN
: &
N I

Figure 3 Login

Adding Extension

Navigate to Users
Select Add New User to add your extension.
Configure extension.

e Alias: this should be set according the User ID of ESBC SIP UA which is assigned to this
extension.

4. Click OK or Apply button.

Users
Add New User
Select the Add
- New User link and
Filter by... N create a new
user.
| User ID First Name Last Name Aliases

Figure 4 Add an Extension
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Devices Features System
User: 200 .
Existing Groups:
‘ 2 administrators
Hide Advanced Settings
New Groups: You can
User ID 200 treate new groups
! simply by adding the

The User ID can be & numeric extension like "123" or 2 name like “jsmith". The User ID is displayed by new group name to the
tha phone and it is tharefora recommanded to use tha intarnal extension or the namea of the user. If Groups form value.

using Direct Invard Dialing (DID), then it is recommended ko define the DID aumber {ar its DNIS portion)
a5 an alias.

Selact Phones to add

Last name | this user to one or more
i 5 phones.

First name |

Active greeting | dafaut system gresting

Woicemail prompt callers will hear before leaving @ message.

E-mail address |

Usad for sanding nctification about new voicamail laft for this usar. Leave ampty to dizabla g-mil

notification.
Attach voicemail O

If checked, the voicemail message will be attached to the notification e-mail. Othervize, the &-mail will
gontain a link ko retrieve voicemail message.

Additional E-mail address

Used for sending voicemail message notification to the additional e-mail address.

Attach voicemail O
If chacked, tha voicamail message will be attached to the netification email sent to the additional a-mail
eddress.

PIN |o.ooooo.o

Confirm PIN |o.o.oo.o.

The PIN iz a password used to log im to voicemail or to the user portal. Numeric PINs are recommended,

since only numbaers can be dialed.

SIP password [123

Tha SIP password is used by the user's phone to registar with tha SIP proxy. For phones managed by this
systemn, the SIP password entered here will be configured autamatically on the phone. For unmanaged
phonas, the SIP password is neaded when manually configuring lines on the phons. The security of this
password is very important and that iz why a secure pazsword is auto-generated.

Groups |
List all groups for this user. If a group dees nat exist, it wil be created. When entering multiple groups,
separata tham with spaces.

Aliases 2404983508

Aliases are additional names for the user. Like the user ID, an alias can be either a numeric extension or
a nama. Whan antering multiple alizsses, separate them with spacas.

Kl [Annke | [ Cancal

Figure 5 Extension Identification

Adding SBCs

1. Navigate to Devices > SBCs.

Devices Features System Diagnostics

Phones
Phone Grou

Gateways

Device Files
Network Parameters B LGS Description

Discover Dev 172.16.1.20 Unmanaged SBC

. Device Time d All Profiles ] [ Restart ] [ Delete ]

Figure 6 SBCs link



InnoMedia ESBC Application Notes—SIP PBX-SIPfoundry sipXecs

2. Choose Unmanaged SBC option from Add New SBC drop down list.
3.  Setting SBC.

Session Border Controller (SBC)

Name
Address 172.16.1.20

Port 5060 (Default: 5060)

Description

Figure 7 Configuring SBC

®  Address: this should be set as LAN ip address of ESBC.
4. Click OK or Apply button.

Adding Gateways

1. Navigate to Devices > Gateways.

Devices Features System Diagnostics

Phones

Phone Groups

Add new gateway... h

Devic
Network Parameters Address Description

SIP trunk

Discover Devices 172.16.1.20

[ R N d All Profiles | [ Restart | [ Delete |

Figure 8 Gateways link
Choose SIP Trunk from Add new gateway drop down list.
Setting gateway.

10
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4.

Devices

Gateway : esbc / SIP trunk

Gateway

Name

Use provider template

Address

Port

Transport protocol

Location

Shared

Description

Route

atures

System Diagnostics

To setup a new gateway
fill in the parameters on
this page, then setup
PSTN Lines. No other
settings need to be
considered as all
gateway parameters are
auto-configured for a
typical deployment.
Consult the gateway
vendor's manual or ask
an expert for advice if
other parameters need
to be adjusted.

Hide Advanced Settings

None 4

You can pra-fill gateway settings if your SIP trunking provider (ITSP) is on the list. To entsr your ovn settings, or if your
provider is not on the list. select "None",

172.16.1.20

For a PSTN gateway: IP addrass of the gatews
(example: gatew )

xample: 10.1.1.1) or the fully qualified hostname of the gatevay

n be on any routed subnet without NAT. For a SIP trunking provider:
External IP address va the provider (=.q. sip.provider.com). Note: A 5IP SEC needs to be
defined under the tab "Route” below if NAT traversal is required. To intarconnact two VoIP systams using SIP enter the IP
address or fully qualified name of the other system.

R

Optional UDP or TCP port if a non-standard port is used. Set to 0 to ignore this fiald {example: 5070).

Set to UDP or TCP to force the SIP transport protocol. If set to auto the transport is determined through a DNS query.

Restrict the gateray by selecting a specific location for which it can be used. A location is represented by a group of users
and you need to create a user group for every lacation that needs to be distinguished (remember that users can be in
more than one group). This setting allows routing of calls based on in which location or by which user the call originates
[source routing). This is useful if users located in a branch office would like to have = gateway preference so that calls ars
routed through their local gateway, i.e. to preserve WAN bandwidth or to use Caller ID offered by an analog gstevay
based on the PSTN number assigned to it. Only if that gatevay is not available call routing will fall back to other gateways
specified for the corresponding dialing rule.

If checked this gateway can be used by any user in any location, even if a specific location is selected. This setting is

chacked by default so that users in an identified location still use their preferred gatevay, but the gatevmy czn also be
us=d by cther users in other locations.

eshe

Session Border Controller (SBC), SIP avare firevall or SIP proxy that processes calls directed at the provider served by
this SIP trunk. Unless your system is on & public IP address you vill need an SBC. If in doubt create an Internal SBC.

Figure 9 Setting gateway

® Address: this should be set as LAN IP address of ESBC.

® Port: this should be set as 5060 except that ESBC has changed the port.
® Route: this should be set as the SBC you add before.

Click OK or Apply button.

Adding Dial Plans

1.
2.
3.

Navigate to System >Dial Plans.

Choose Custom from Add New Rule drop down list.

Setting rule

11
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4,

Dial Rule

Enabled

Name eshc-dial rule

Description

Dialed Number

Prefix \

| and |4 digits V| Delete

Prefix \

| and |Ud\g\ts V| Add Delete

Required Permissions
900 Dialing

Attendant Directory
International Dialing
Local Dialing

Long Distance Dialing

Mobile Dialing

Toll Free

Oooooooonoao

Voice Mail

Resulting Call

Record System Prompts

Schedule

Gateways
‘ Mare actions... V|
| | Name Address Model Description
[ esbc 172.16.1.20 SIP trunk
[MoveUp | [ MoveDown | | Remove |
Figure 10 Setting Inbound DID Number
Check Enabled.

Enter Name.

Choose dialed number pattern, and click Add.

From drop down list More actions, choose the gateway you add before.
Click OK or Apply button.

Configuring Gateway

1.
2.

Navigate to Devices > Gateways.

Click the gateway name you add before.

Prefixes

Prefizes can be integers
(e.g. 2), ranges (e.g. 1-
5),or lists (e.g. 2,3,4)

Gateways
Add new gateway._. hd
o Name Address Model Description
| esbg 172.16.1.20 SIP trunk
[ Send Profiles } [ Send All Profiles ] [ Restart ] [ Delete ]

Figure 11 Gateway List
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3. Navigate to Caller ID.
4. Click Show Advanced Settings.

5. Setting Caller ID.

Default Caller ID

Block Caller ID

Ignore user Caller ID

Transform extension

Caller ID prefix

Hide Advanced Settings

]

Caller ID used for 2/l the calls connacted through this gateway, unless more spec
making the call.

O

If chacked all calls connacted through this gateway vill have Caller ID blocked, unless mora spacific Caller 1D is spacified
for the user.

c caller 1D is specified for the user

If chacked only gatsway default Caller 1D and Block Caller [D options are considered by this gatevsy.

O

If chacked gateway will produce Caller ID by transforming the user extension using the rules for Caller ID prefix and
number of digits to keep. If not checked the Caller ID specified for the user or for the gateway vill be used.

]

Optional prefix added to the user extension to create the Caller ID.

Outbound Caller 1D is
determined by user
Caller 1D settings
combined with gateway
Caller 1D settings.

For SIP trunks resulting
Caller ID will depend on
the ITSP policies.
Analog gateways are
typically unable to
propagate Caller ID and
will show their
respective PSTN line
number instead.
Behavior of digital
(T1/E1) gateways and
SIP phones is vendaor
specific. Effective caller
1D may also depend on
your carrier,

Advanced settings allow
for overriding Display

Name, domain name and
URL parameters of the
caller ID.These options
are typically useful only
if the gateway routes
calls to another SIP
system.

Keep digits

LI

Number of extension digits that are kept before adding the Caller 1D prafix. If the usar axtension has more digits than
configured here, leading digits are dropped whan creating the Caller ID. The default value of 0 means keeping all digits.

Specify Caller ID

If checked the value of Caller ID below will overwrite any values specified for user and for gatevay. Use this only if you
need to specify the Display Name and optional URL parameters.

Caller ID [roocq@i72.16.1.20)

Used instead of the Default Caller ID specified zbove.

]

Name that appears on the phona when the call is recaived. Different gateways or ITSPs handle this field differently, so that
actual results vill vary. Some phones may not support displaying this value correctly.

L ]

Optional SIP URI parameters of the folloving form: keyl=valuel:key2=valusZ

Display name

URL parameters

Figure 12 Setting Caller ID
® Check Specify Caller ID.
® Enter Caller ID
The format of caller ID is <User ID of SIP UA>@<LAN IP address of ESBC>
6. Click OK or Apply button.
7. Navigate to Dial Plan.
8. From drop down list More actions, choose the dial plan you add before.

Features System Diagnostics

» Configuration  Qpe or more services need to be restarted. For details click: here

» Caller ID Gateway : esbc/ SIP trunk

» Dial Plan
» ITSP Account

To setup a new gateway
fill in the parameters on
this page, then setup
PSTN Lines. No other
settings need to be
considered as all
gateway parameters are
auto-configured for a
typical deployment.
Consult the gateway
vendor's manual or ask
an expert for advice if
other parameters need
to be adjusted.

Operation completed successfully.

Prefix

Prefix that vill be added to all numbers for calls conmacted through this gatevay.

Dialing Rules

Maore action

Description

O eshc

[ Remove selected rules ]

Figure 13 Choose Dial Plan
9. Click OK or Apply button.

13
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Apply Configuration Changes

You will now be prompted to “One or more services need to be restarted”.
Devices Features System

One or more services need to be restarted. For details click: here
Figure 14 Prompt to restart service

1. Click here link

2. Select all servers. Click Restart.

Users Devices Features System Diagnostics

Affected Services

Quick Links
4 sipx.rd.com ¥ SIP Proxy Servers
4 sipx.rd.com ¥ SIP Registrar
Restarting services may

cause service
interruption.

Figure 15 Restart Services

» o«

3.  After restarting the services. You may now add your SIP endpoint settings (“User Extension”, “secret” and SIP
server IP address) to your SIP device and make incoming and outgoing calls.

14
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4. ESBC Configurations

Please refer to ESBC Administrative Guide for detailed information.
(http://www.innomedia.com/support_manuals.shtml)

Configuring SIP Trunk Information

1. Navigate to Telephony > SIP TRUNKS > Trunk Settings

2. Enter the SIP Service information provided by your service provider.

A L4 _‘v d o . (711
O <5 . . i r 4
L] " "i-}‘ @ ut I' I\I y a - 1
Home Hetwork Telephony System \Wiizard Theme Help Model:ESBC-9330

my
(¥
(v
~ ()
Q
0
@

{_-7 Trunks Setting

(=] Configure parameters of Trunk profile.
broadworks

Default Profile

Profile ID | |Broadworks

El SIP Server

SIP Domain | [Broadworks SIF domain

Host |Brcad'.‘.'cr>:3 SIP proxy IP or FQDN
SIP Proxy
Port |5060  (Default: S080{UDPITCF), S061(TLS))

@ Same as SIP Proxy
O [
]

(O Leamn from DHCP Option 15
SIP Outbound Proxy
A Loy { Only valid when ESBC Internst Connection Type is configured as OHCP Client. }
Host Name Prefic |

Min Retry Interval |30 sece (Default:30
Max Retry Interval {1800 secs (Default:1800)
Transport Aute |V

Figure 16 ESBC SIP Trunk — Trunk Settings

Adding and Configuring SIP Trunk and Account(s) on ESBC

ESBC supports two operational modes to access SIP Trunk telephony service provided by service provider:
e  Registration mode

e  Static mode

Configuring SIP Account(s) to ESBC with Registration Mode

1. Navigate to Telephony > SIP ACCOUNTS > SIP UA Setting.

2. Click Batch Config button to add/modify/delete accounts in bulk mode

3. Click Add tag to add SIP account(s) to ESBC.

It is possible to provision ESBC with only one pilot number (i.e., main public identity). In such case, implicit registration
is configured with registration agent. In addition, default route should be configured to this account as well.

15
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Marks of different SIP UA types
= Main Public Identity
* Default Route

Only one pilot number is provisioned on the ESBC with the implicit registration operation in the IOT example. This pilot
number is also configured as the default route on ESBC.

e b L - 21 CCD =N 1
SRR TR SR ESBC
vy Y% C L > LD
Home Hetwork Telephony System Wizard Theme Help Model:ESBC-9380
] : -~
— ',€ SIP UA Setting —
@ Telephony
© Configure parameters of SIP UAs interconnecting with external TSP,

B @ SIP TRUNKS s & <

% Trunks Setting SIP User Accounts Registration Agent

% Trunk sIP Profile
B @ SIP ACCOUNTS SearEc Al b

:: — No. UserID AuthID  Registration Agent Trunk Proxy Profile Trunk SIP Profile Type PBX SIP Profile RegistertoE

Bulk As
1 | 2404983506 ESBC Broadsoft SIP-Trunkin, siP Generic Regist

= g2 SIP-PBX and FXS * ™o S % Zchy

‘., PBX SIP Profile Page 1 of 1, Total Records 1

& Fxs Port Setting

‘., Authentication 2

Batch Config| Refresh
% =P Paramsters

Figure 17 ESBC SIP Account Settings

Configuring Registration Agent
1. Click Registration Agent tab, as shown in Figure 18.
2. Add a Registration Agent (RA) by giving its name and associate a trunk line to this RA.

‘. Registration Agent

© Setting Registration Agent for SIP Trunks

SIP User Accounts Registration Agent

search: [Al v
O No. Agent Hame Main Public Indentity Action
m} 1 ESBC 2404983506@as.iopl net 10T> ﬁb i

Page 1 of 1, Total Records 1

M Delete
Figure 18 Configuring Registration Agent

Configuring Default Route

Enable Default Route can be configured by either selecting default when creating new UA accounts as in Figure 19, or
by editing an existing UA account as in Figure 20.

User ID Display Name Auth 1D Auth Password Default Route Action

2404983506 Enterprise password o

Figure 19 Configuring Default Route
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‘€ SIP UA Setting { 2404983506 )

[+] Configure SIP UA parameters.

Type

Uszer ID

Dizplay Name
Auth ID

Auth Pazsword
Trunk Proxy Profile
Trunk SIP Profile

Registration Agent

PBX Authentication Mode
PBX Auth Pazzword

PBX SIP Profile

PEX Static Registration

Figure

sP

Enabled
Default Route
|2404583506

[tnnoMedia 10T
|
|
Broadzoft [
SIP-Trunking | %
ESBC |»

local

® [12345

O Same as Auth Pazsword

Cizco Unified CM ~
© enasled

SIP Contact |24D4983506@1.92.168. 1.137:506! (u=er@pbx-ip:port)

@ Apply Q Cancel

Configuring SIP Account(s) to ESBC using Static Mode

By default, ESBC Trunk SIP Profile is configured with registration mode. If static mode is required, follow these steps to

change it.
1. Navigate to Telephony > SIP TRUNKS > Tru
2. Check Static Registration option.

‘# Profile Configuration

[« Configure SIP parameters for SIP server.

nk SIP Profile

SIP-Trunking | profi

1220001

[ | Default Profile

Profile ID | |

SIP Parameters

20 Configuring Default Route-2

Static Registration

Enable Session Timer (remember to enable global session timer)

Figure 21 Configuring static operation mode

Configuring ESBC using Static Operational Mode with SIP-PBX

If you need to configure the SIP-PBX connected to ESBC in Static operational mode, you need to do the following
settings. sipXecs only supports static operational mode of SIP Trunk and connects to ESBC.

1. Navigate to Telephony > SIP PBX and FXS > PBX SIP Profile

17
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2. Check if the target PBX is in ESBC profile list. Check it as Default Profile and click Apply button, as shown in Figure

22. If your PBX is not in the list, click Add button, please refer to Figure 23 and configure your PBX settings

accordingly.

k, PBX Profile Setting

o Manage Profile list and Set default profile.

No.

Profile ID Default Profile
Generic O
Innoledia-IPBX400
Cisco Unified CM
Wicrosoft OCS
Cisco UCE00
Allworx
Asterigk - Switchvox
Fonality Trixbox
Pingtel SIPxchange
IPTel SER
AastraLink Pro 160
Linksys SPA 9000
Avaya P Office 500

Shoretel

sipXecs

Micresoft Lync
Cisco UC320
Cisco SPAS000
Asterisk

Nortel BCMS0

o|ojocjojo|g|@|o|ojo|o|o|jo|jo|o|o|o|o|(o|o

3CK

Figure 22 PBX Profile List (ESBC version 2-0-12-40)

‘f Profile Configuration {profile10011)

[ +] Configure SIP parameters for SIP terminal.

Profile ID

SIP Parameters

[Your PEX Name

Enable Static Registration

Timer Invite Expires

Timer 1xx Retransmizsion

Interoperability
Country Code

Set URI format of Header

Set Identity header for callz to SIP terminal

A ceemeninm el

|:| Use TCP Tranzport for SIP Messages
180 zecs (Default:130)
60 zecs (Default:60)

(Thiz wil be added or removed in the From and Centact headers)

From |n0t E.184, without user=phone b

To |n0t E. 184, without uzer=phone W

| nonE v

|551Frum header to: "Anonymouz” <gip:anonymousi@[domain]= v

Figure 23 Adding a New PBX Profile and Enabling Static Registration to ESBC

Configuring Authentication Mode for IP PBX

1. Navigate to Telephony >SIP-PBX and FXS > Authentication.

2. sipXecs uses static operational mode. Ch

oose None and click Apply button.

18

G 0000000000000 0000000

|

|

o
B

LHEET TRV EYEUTTLTe,

Action

port| Exp:

=

mport| Expo

-]
<
5}
B
m
ju
k]
5}
&

m
-

Xpo

]
b=
2
&
m
S

Xp!

Import| Expo

5
5
m
T

k<!
8
&

L

Import| Exp

g

Import| Expol

Import| Exp

o

Import| Ex|

LR

Import| Exp

=

Import| Expol

-]
-]
5
1
m
5

Xp!

-]
<
5}
5
m
u
b
8
&

i

i

]
b=
2
5
m

Hp!

m
-

Xpo

|
=
5
1
m

%P o

m
T
k|
g
|



InnoMedia ESBC Application Notes—SIP PBX-SIPfoundry sipXecs

% Authentication
© Configure RADIUS Authentication

Authentication Config
Authentication Mode | | none i

@ Apply @ Cancel

© comments
* Authentication Mode :
None: not require authentication, please check that the SIP UAs already exist.
Local: using the local authentication, the password is same as SIP UA "Auth Password™.
RADIUS: using the RADIUS server for SIP UAs authentication.

Figure 24 Configuring Authentication mode for SIP-PBX

Configuring Call Transfer/Forward Methods on ESBC Interfacing with Service
Provider’s Core Network

Call Transfer

Different service providers may expect different Call Transfer methods when interfacing with their core networks. The
ESBC supports two methods to interface with core network. (1) SIP REFER (2) re-INVITE, the default configuration.

1. Navigate to Telephony > SIP TRUNKS > Trunk SIP Profile.

2. Choose the Target Profile ID (or create a new Profile), and configure this profile by clicking the <Action> icon.
Scroll down and configure this option, Process Call Transfer and Call Forward Locally, as shown in Figure 25.

e  REFER method: Uncheck
e Re-INVITE method: Check

Call Forward
Configuration for Call Forward is coupled with Call Transfer on ESBC. The configuration is the same as Call Transfer.

e When REFER is selected for Call Transfer, then the “302 moved temporarily” SIP method is used for Call
Forwarding.

¢  When re-INVITE is selected for Call Transfer, then re-INVITE is used for Call Forwarding.
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[ reject all received REFER

t—

| Force zend REFER even if the peer not add REFER in the Allow header

D Remove other media types when sending T.38 offer

Order of 2ending Re-INVITEs JSend re-INVITE= all the way directly b

WMethod of procezzing INVITE without SDP JSend INVITEz without SOP b

Iethod of processing re-INWITE without SDP ]Send re-INVITEs without SDP e

D Accept RTPAAVP with =descriptions offer

SDP with Secure Dezcriptions ]_ranzmi‘t sdescription transparent | v

D Use Main Public ldentity in Contact Header

tgrp |
D Trunk Group ldentifier

trunk-context |

P-Access-Network-Info Header ]

Security
D Check the domain/host part of the To header in incoming requests

D Check the gource IP addrezs of incoming SIP meszages

Features
|:| Require Register event(3GPP)
D Not Retry Registrations on 403 Responzes

D Send SUBSCRIBE for Meszage Waiting
Interval |[3600 =ecs

|:| Process Call Transfer and Call Forwarding Locally
D Support 100rel for Outgoing callz:
Play Ringback Tone until receive 18X regponse from SIP Server

,_|I nnn Netertinn

Figure 25 Configuring Call Transfer Methods

Configuring Caller ID Display for Outbound Calls

ESBC provides the flexibility of configuring Caller ID display for outbound calls, by defining the “From” header of SIP
messages.

The steps and options are as follows.
1. Navigate to Telephony>SIP TRUNKS>Trunk SIP Profile

2. Choose the target Profile ID, and click the <Action> icon to configure this setting, as displayed in Figure 26Error!
Reference source not found..

e Display “Main Public Identity”: pilot number (and/or default route)
e Display “Alternate Identity”: individual DID numbers configured on ESBC

e Display “the Original Caller”: the caller IDs of PBX users. ESBC would take “FROM” header as it sent from PBX
Interoperability

‘From’ |n01 E.164, without uzer=phane w
To' |n01 E. 164, without uzer=phane b
Set URI format of Header | "REGISTER® | not E. 164, without uzer=phone w
‘Refer-To" | not E.184, without user=phone w
forward |n0t E. 164, without uger=phene | 302 contact

|Set From header to: "Anonymous” <gip;anenymous@anenymeus.invalid> | w
Anonymous cal
Set privacy header to the value "id”

Set From header for Outgeing callz Use Main Public Identity i

Set Identity header for Outgoing callz |HOHE e
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Figure 26 Configuring Caller IDs for outbound calls

5. Appendix

Trouble Shooting with Call Transfer/Call Forward Failure from SIP-PBX—SIP PBX
Adding Invalid Domain in REFER-To Header

Some SIP-PBX’s may adopt non-standard methods of handling call transfer/call forward requests which cause transfer
(or forward) failure when the transferee UA is external to the ESBC.

When performing Call Transfer using the SIP REFER method, the REFER method indicates that the recipient (identified
by the Request-URI) should contact a third party using the contact information provided in the request. However, some
SIP-PBX while handling calls originating from other networks may have an invalid domain name in the REFER-To header
and hence the call may be routed to an unexpected destination.

ESBC PBX B-PBX User
A-SIP Trunk User B
External IP 192.168.11.1 5506
192.168.1.5 . 192 168 116
Acalls B TINVITE 2 INVITE INVITE
—') ° =
A and B talk RTP (Audio)
BputsAonhold | 3INVITE 4 INVITE
[ X N ] L )

B puts C on hold

11 REFER 10 REFER
B refersAto C <

. C 1. INVITE 5506@domain.com
A 5507 10. Refer-to 5507@192.168.11.7
| 11 INVITE 19F 168.11.7 11. Refer-to 5507 @External IP

Acalls C Call connects. Aand C are
‘ reachable via the call routing and
control functionality of ESBC.

Figure 27 SIP-PBX sends local IP in contact information in REFER messages

ESBC Resolving the Network Contact Information of REFER-To Header

ESBC ensures the original caller receives a REFER request containing a Refer-To URI that is reachable. ESBC has PBX
profile settings for SIP-PBX.

1. Navigate to Telephony > SIP-PBX and FXS > PBX SIP Profile
2. Choose the target SIP-PBX profile (or create a new profile),

3. Check the item “Ignore Domain in Refer-To” header.
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SetCaller ID i it does notescist | |
P-Preferred-ldentity

Get Caller ID from SIP Header if exiztz P-Aszzerted-ldentity
Remote-Party-ID
Alert-info

Forward SIP Header to SIP terminal History-Info

Diversion

Forward OTMF in SIP INFO to SIP Server

Strip ICE Attributes

D Remove Contact and Record-Route Headers in 180 Responzes

[ add expires header in the 200 response of registration

[use the SIP terminals 1P address as the domain

D Use "Ir=true” for looze routing

[luse entire 5P address as the authentication name

[use rec 2542 Hola
Prefer Route by identities

D Remove other media types when sending T.38 offer

| Ignere demain in Refer-To header |
Order of sending Re-INWTEs I Send re-INVITEs all the way directhy b

Figure 28 Ignore domain in Refer-To header to solve the unexpected network contact information

Trouble Shooting with Call Transfer/Call Forward Failure from SIP-PBX—SIP PBX
Sending Local Call-ID in SIP REFER Messages

Some SIP-PBX’s may handle Call Transfer in an unexpected way: The REFER message sent from the SIP-PBX carries a
locally generated Call-ID, i.e., Call-ID: Y instead of conforming to Call-ID: X1 as in the first call, illustrated in Figure 29.
Hence, it causes a failure to associate this Call-ID:Y to any of previously established call. In this case, ESBC handles this
local “REFER” (transfer) with a new INVITE message to caller, and setup a new media stream between the caller with
ESBC. Please refer to Figure 25, this feature “Process Call Transfer and Forwarding Locally” should be checked.

Provider
ESBC

i INVITE
INVITE Call-ID: X
Call-ID: X1 )

PSTN CallerA
May | speak to C?

Transferor B REFER Processffer and
Sure, [ will transfer to C. fwd Ipcally

Re-INVITE
Call-D: ¥ Calllerit
Refer Cto A

Transferee C

Service Providersees a
relNVITE with the same
Call-ID: X

SIP PBX creating Call-ID:
Y for “REFERCto A”.
However Call-IDY failed
toassociatethe
previously established
Call-IDX1.

Figure 29 SIP-PBX sends local Call-ID in SIP REFER message for call transfer
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